CONTACT RATING: Dependent upon contact material

MECHANICAL LIFE: 50,000 make-and-break cycles at full load.

CONTACT RESISTANCE: 20m () max. initial @ 2-4VDC
100maA for both silver and gold plated contacts.

INSULATION RESISTANCE: 1,000M Qmin.

DIELETRIC STRENGTH: 1,000 V RMS@seal level.

OPERATING TEMPERATURE: -30°C to 85°C.

CASE - Diallyl phthalate (DAP)(UL94V-0).

PLUNGER - Glass filled Nylon or Glass filled polyester.
BUSHING - Brass,nickel plated.

HOUSING - Stainless Steel.

CONTACT - Silver or gold plated.

FRAME CAP
CONTACT ROHS
LOR
MODEL NO. ACTUATOR BUSHING COLOR COLO TERMINATIONS MATERIAL SEAL SOLDERING CAPS
See below
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MODEL NO. BUSHING CONTACT SEAL CAPS
UL/CSA B60 7.62 high,keyway(thd std) MATERIAL E EPOXY (std) C1
7MSL On-On B61 7.62 high,flat(thd std) Q Silver N NO EPOXY C2
7MDL On-On B70 7.62 high,keyway(non-thd) R Gold C3
B71 7.62 high,flat(non-thd) G Gold,tin-lead C4
ACTUATOR S Silvertin-lead C5
P1 554 hlgh C Gold over silver
’ K Gold over silver,tin-lead
TERMINATIONS ROHS
M1  Solder Lug SOLDERING

[0 Rohs Compliant

mg \ljv?r;hvrvl::;)de S Rohs & Lead Free
M6  Right angle, PC thru-hole
M6N Right angle, snap-in, PC thru-hole
M7  Vertical right angle, PC thru-hole
VS2 11.68 high,V-bracket
V2N 11.68 high,snap-in V-bracket
VS3 16.00 high,V-bracket
VS4 11.68 high,V-bracker
VS5 16.00 high,V-bracker
FRAME CAP
COLOR COLOR
See below
ITEN NO[ COLOR PANTONE

1 White

2 Black (Std) | Black C

3 Red 1797C

4 Orange Warm Red C

5 Yellow 115C

6 Green 336C

7 Blue 2787C

8 Brown 490C

9 Gray Gool Gray C
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